
3/28/2007       BAM 1020      16:08:29 
 
LAST CONCENTRATION:  0.028 mg/m3 
CURRENT FLOW:        16.7 LPM 
STATUS:  ON 
FIRMWARE:            3236-02 3.2.4 
 
 SETUP     OPERATE     TEST    TAPE  

F1 F2 F3 

F4 F5 F6 

BX-802 
PM10 Head 

adds 14.0” 
adds 19.0”

BX-808 
PM2.5 Cyclone 

BAM 1020

MET ONE INSTRUMENTS 

(optional) 

BX-596 
 AT/BP Sensor 

(or BX-592) 

Inlet Support 
Struts 

Inlet Tube 
8’ standard 

BX-801 
Roof Flange 

Enclosure 
Roof 

BX-827 or 830 
Smart Heater 
with insulation 

Mounting 
Bench or Rack 

2”

2 Meters
6.5 feet

BX-126 
Vacuum Pump 

or equivalent 

8” min. clearance 
3 to 4 feet typical 

5’ typical 



 
BAM-1020 Mounting Dimensions and Diagrams 

 

12.25” 
 

3/28/2007       BAM 1020      16:08:29 
 
LAST CONCENTRATION:  0.028 mg/m3 
CURRENT FLOW:        16.7 LPM 
STATUS:  ON 
FIRMWARE:            3236-02 3.2.4 
 
  SETUP     OPERATE     TEST    TAPE  

F1 F2 F3 

F4 F5 F6 

BAM 1020

MET ONE INSTRUMENTS 

14.25” 

19” 

17” 

120 VOLTS

5” minimum rear clearance 
CL

TOP 

16” 

75mm 
2.95”

15mm 
0.6”

9.25” 

3.5” 

FRONT BACK 


